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FGB FIRE/SMOKE

CDR/PLT ACTION
1. If FGB Hatches are closed

√MCC-H  >>

NOTE
FGB Fans and Electrical Equipment will
perform auto shutdown 30 seconds after fire
annunciation.  Twenty (20) minutes later, fans
and equipment will be restarted for 10
minutes (for fire sensor polling).  Then this
deact/react repeats again for two more times.

2. If fire reported by FGB crew:
EPCS nav NODE 1: ECLSS: FDIR

Nod1 FDIR Details

sel Commands

cmd Nod1 IMV Isol Execute

√N1_1_MDM Fire Isol Stat - Isol
√N1_2_MDM Fire Isol Stat - Isol

M013Q 3. ARLK FAN A(B) → Off

PCS 4. nav FGB: ECLSS
FGB: ECLSS

√Location of fire and report to FGB Module crew.
√FGB Nod1 PEV - Cl

5. On call “FGB Egress Complete.”
MO1Q ARLK FAN A(B) → On

6. Perform orbiter/Node 1 cabin air monitoring per
ECLS FRP-2 (FDF Malf, ECLS)

7. Perform FGB POST FIRE CABIN CLEANUP.

FGB MODULE CREW ACTION

1. Don RS PBAs (2) and evacuate other crew.

2. If required,

3. ASK(pb) → push (stops siren)

4. √  Cl (light off)

5. Remove power source (if possible).

6. Use RS PFE as required

7. Perform ISS EMERGENCY EGRESS.

NODE 1 MODULE CREW ACTION

8. √Node 1 Aft, Fwd Port, Stbd IMV vlvs - Close


